
PROFESSIONAL DIGITAL IMAGING +

Ferdinand-Porsche-Str. 19
D-51149 Köln | Germany

Phone: +49 2203 - 93 96 35
Fax:     +49 2203 - 93 96 49

Email: Export@Multiblitz.de
www.multiblitz.de

Specifi cations

Speciý cations 200 400 600 200 400 600
Flash Power                    ~ J (WS) 200 400 600 200 400 600
Power supply                              V 220 - 240 110 - 130
F-stop, 1m, ISO100,
Reþ ector FILNOS-2/50Á 32,8 64,1 90,1 32,8 64,1 90,1

Guide No., 1m, ISO100,
Reþ ector FILNOS-2/50Á 42/138 67/220 94/308 42/138 67/220 94/308

Control range                   ~ J (Ws)
iný nitely variable 25 - 200 50 - 400 75 - 600 25 - 200 50 - 400 75 - 600

Recycling time                         sec 0,4 - 0,8 0,5 - 1,3 0,7 - 2,3 0,7 - 2,0 1,0 - 3,8 1,5 - 5,8
Flash duration t 0,5                  sec 1/600 - 

1/1200
1/400 -
1/700

1/300 - 
1/600

1/600 -
1/1200

1/400 -
1/700

1/300 -
1/600

Flash tube, UV-absorbing, Code COMROW - 4 PROREW COMROW - 4 PROREW
Halogen modeling light100%   W 75 150 250 150
Halogen tube            W/Socket
Osram/Radium standard base Typ

75/B 15 d
64473 AM/
RH75T

150/B 15d
64471 AM/
RH150TK

250/B 15d
64479 AM/ 
RH250T

ICV 120V-150W GBF
USHIO ETF

Halogen maximal                      W 250 / 64479 AM/RH250T
Modeling-light,
control range                              W 10 - 75 20 - 150 30 - 250 20 - 150

Flash triggering Photocell, sync cable, open-þ ash button, infra red
Voltage across sync cable           V 9
Connected load             A/VA (W) 3,15 / 750 4,0 / 520
Flash voltage stability                % +/- 1
Radio interference suppression According to CE, DIN IEC 491, VDE 0882
Dimensions      114 x 114
Length                                  (mm) 295 336 295 336

Weight                                      Kg 1,7 1,85 2,3 1,75 1,9 2,35
Tolerances of speciý cations and componenets conforming to DIN and IEC standards.
Subject to change without notice.


