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Flash Feeder

Compact

Compact Battery Case

Battery supply for studio Flash

For Flash Feeder Compact

Type

230 V/50Hz

Type

2×Mono Power Conn.

CHARGER

CHARGER

AC input (mains)

Charging from the Flash Feeder Compact

Rated voltage range (V)

100-240

Rated max. current (A)

1,5

Rated frequency (Hz)

50-60

Charging time (h)

(1)

3

Charging time (h)

(1)

5

DC input (external battery)

Rated voltage (V)

12/24

Rated max. current (A)

10

Charging time (h); at 12/24 V

(1)

2,5/2

5/4

FLASH SUPPLY (INVERTER)

AC output

Rated Voltage (V)

230

Frequency (Hz)

50

Wave form

pure sine wave

Rated max. constant power (VA)

600

Rated max. overloading power (VA) - up to 15 sec.

1500

Rated max. constant current (A)

2,6

Rated max. overloading current (A) - up to 15 sec.

6

Rated max. current of connected flash (A)

(2),(3)

5 - 16

General

Total autonomy of 1× Compac Battery Case

Autonomy at 500 Ws compact flash (full power)

(3)

300-500

together with Flash Feeder Compact

Autonomy at 1200 Ws compact flash (full power)

(3)

120-200

Autonomy at 500 Ws compact flash (full power)

(3)

1100-1800

Autonomy at 1200 Ws power pack (full power)

(3)

90-180

Autonomy at 1200 Ws compact flash (full power)

(3)

450-750

Max. connected flash power (Ws)

(3)

1500 (2×6400)

Autonomy at 1200 Ws power pack (full power)

(3)

320-650

Max. number of flash units connected

(3)

4

Use of modeling lamp

(3)

limited to 600W

Flash recycle speed for 1200 Ws (s)

(3)

1,6

Fan cooling - automatic switch on/off

yes

SIGNALIZATION

SIGNALIZATION

Visible - LED

Visible - LED

Battery level (10 segment) indicator

yes

Battery level (5 segment) indicator

yes

Flash supply

yes

Low internal battery

yes

Charger - fast charging

yes

Charger - float charging (trickle)

yes

Low external battery

yes

Audible beep on

yes

Audible beep

Internal battery approaching low level

yes

Internal battery low level

yes

Low level external battery

yes

Inverter output over-loading

yes

Over-heating

yes

Error

yes

Protection

Reversed external battery connection

yes

Over-heating

yes

Over-loading

yes

Output short circuit

yes

Internal battery over-charging

yes

Internal battery over-discharging

yes

External battery over-discharging

yes

Ext. dimensions of the case B x L x H (cm)

19.4×30.5×27

Ext. dimensions of the case B x L x H (cm)

19,4×30,5×27

                     (")

7.64x12x10.6

                     (")

7,64x12x10,6

Weight (kg/lbs)

13.6/29.9

Weight (kg/lbs)

12.7/27.9

Battery pack (V/Ah)

24/7.2

Battery pack (V/Ah)

24/14,4

(1) Charged to 

80% from completely discharged

(1) Charged to 

80% from completely discharged

(2) Flash current measured at nominal 230/115 V

(3) Depends on connected flash type

(3) Depends on connected flash type
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